LAUNDRY EQUIPMENT LOADING INSTRUCTIONS

INFORMACION DE CARGA DEL EQUIPO DE LAVANDERIA

WASHER CAPACITY (Ib.) / Capacidad de Ia Lavadora (Ib.) DRYER CAPACITY (Ib.) / Capacidad de Ia Secadora (Ib.)

ITEMS / Articulos 30 Ib. 50 Ib. 75 Ih. 100 Ib. 50 Ib. 150 Ib.
SABANAS,/ FUNDAS 0E ALNOHADAS 40 80 25 50 75 | 100
ARTICULOS DE TELA ToALLA 48 96 25 50 75 | 100
MANTAS / COLCHAS 40 80 25 50 75 | 100
MANTELES 438 80 24 50 7 | 100
TOALLITAS / PARALES 40 95 25 | 50 75 | 100
ARTICULOS PERSONALES 40 80 25 50 7% | 100
PARALES (CON RESPALDO DE HULE 40 80 25 | 50 75 | 100
VISUAL METHOD THIS METHOD LOADS THE WASHER BY VOLUME: . To increase production efficiency, load dryers to 1/2 rated capacity. (Dry weight linen)
METODO VISUAL 1. Rotate the inner wheel of the washer so a rib is at the . To increase energy efficiency, load to rated capacity. (Dry weight linen)

Rib in 12 o’clock position 12 o’clock position.
/ P

2" Space Nervadura en la posicion 2. Load washer loosely until there is a space between the top . Para aumentar Ia eficiencia de la produccion, cargar las secadoras hasta la mitad
Espacio de 2" o N e las 12 horas of the linen and the inner edge of the rib. de su capacidad nominal. (Peso de las telas en seco)

LOAD ESTE METODO CARGA LA LAVADORA POR VOLUMEN: . Para optimizar Ia eficiencia de la energia, cargar a la capacidad nominal. (Peso de
las telas en seco)

CARGA 1. Girar el barril interior de Ia lavadora hasta que une de

las nervaduras esté en Ia posicion de las 12:00 horas. 0@ i
\ S/~ tesher e JU'S Chemical

) 2. Cargar la lavadora en forma suelta hasta que haya un espacio s
Barril de Lavado de 2" entre la parte superior de las telas y Ia orilla interior ~g
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